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The manufacturer reserves the right to change the appearance and characteristics of the product, without reducing its consumer properties.

NMC-KJ-BLANK-BK-10 - Black
NMC-KJ-BLANK-WT-10 - White
Blank keystone insert

NIKOMAX blank keystone insert NMC-KJ-BLANK-BK-10 and NMC-KJ-BLANK-WT-10 prevent dust from settling 
inside the ports of the Keystone format, which increases the service life. The keystone inserts are made of 
high-strength, non-combustible plastic in black and white.

To protect the equipment from dust, it is recommended to use special protection.
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Blank Keystone insert 10 pcs.

NMC-KJ-BLANK-BK-10

NMC-KJ-BLANK-WT-10

Order table

Freight package
Dimensions, mm Weight, kgQuantityColor

Black
White

Part Number

-

-

-

-

-

-

Specifications

Keystone
NMC-KJ-BLANK-WT-10NMC-KJ-BLANK-BK-10

   Black                                                               White

Part number
Type
Material
Housing material 
Installation
Color 
Temperature ranges 
Packaging 
Warranty

Individual plastic bag - 10 pcs.
 1 year

  ABS plastic
High Strength, Non-Flammable, Complies with UL94V-0

Patch panel

Storage from -40 to +70 ° C. Operation from -10 to +60 ° C

NMC-KJ-BLANK-BK-10

NMC-KJ-BLANK-WT-10

ABS plastic

Keystone format

Network Solutions
NIKOMAX 
Blank Keystone insert




